
VP250P series

The Rangee Zero Client VP250P is used to access virtual desktops which are
addessed from the VMware log PCoIP. The product works with the Teradici
Tera2321 PCoIP Processor which ensures a perfect reproduction of the session
content.

Equipped with one DVI-I and one DVI-D graphic output, it offers the possibility to
use two monitors simultaneously.

One model

Processor RAM
Flash/DOM
 Memory

Operating
System

Software-Modules Price

Z-VP250P-VDI Teradici Ter 2321 PCoIP 512 MB DDR3 - - -
278,00€ excl. VAT.
330,82€ incl. VAT.



Technical specifications

System

Processor Teradici Tera2321 PCoIP CPU
RAM 512 MB DDR3
Flash/DOM Memory -

Graphic
Max. Resolution Up to 1920 x 1200 (Singlehead), up to 2560 x 1600 (Dualhead)
Video Memory -
Graphic Ports 1 x DVI-I, 1 x DVI-D
Dual-Monitor Yes (over DVI-I and DVI-D)

Audio
Ports 1 x Audio-In, 1 x Audio-Out

Interfaces
USB 2.0 4 x USB  (2 x front, 2 x back)
PS/2 -
Serial / Parallel -

Network
Ethernet 1 x 10/100/1000 Mbit LAN RJ-45 Ethernet
Wireless LAN

Data
Size (BxHxD) 43 x 148 x 133 mm
Weight 0,62 kg
Cooling Fanless
Temperature 5°C to 40°C

Power Supply
Power Adapter External power adapter
Power Input 12V / 3A, 9 Watt

Configuration
Warranty 2 years, extendable up to 5 years
VESA Halterung -
Remote Management -
Operating System -

Software

Z-VP250P-VDI

Clients

 Citrix ICA / XenAPP
 Remote Desktop
 Xdmcp / Xephir
 X2go
 2X
 NX Nomaschine
 GoGlobal
Terminal Emulation

Virtual
Desktop

 VMware/ PCoIP                         •
 Citrix XenDesktop
 Ericom Webconnect
Leostream Connection Broker

Multi-
media

 Local Browser
 Java/Flash
 Media Player (VLC, MPlayer)
 VoIP Client (Skype, Ekiga)

VPN
 Cisco VPN
 Open VPN
 Shrew VPN

Front

Back

Front left

Rangee GmbH
Gut-Dämme-Straße 11
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Tel: +49 (0)241-997 28 50
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Email: info@rangee.com
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